LCD-TV 



LTV-3021WS 



SPECIFICATIONS 


TFT-LCD 1 


Aspect Ratio 


16:9 


Screen size ( H x V ) 


643.2 * 385.92 (mm) / 29.6 inches 


icesol UTion 


WXGA 1280*768 (Pixels) 


Cell Pitch ( H X V ) 


0.5025 X 0.5025mm 


Displayable Colors 


16.7 million Colors 


Briglitness 


500 cd/m2 


Contrast Ratio 


500:1 


Viewing angle 


85/85/85/85 (U/D/L/R) 


Response time 


16ms 


Color saturation 


NTSC 75% 


Life time of B/L 


50K Hours 


INPUT 1 


PC 


DB-15 VGA / DVI 




Support VESA VGA/SVGA/XGA 


Serial 


RS-232 DB-9pins 


Component 1 


RCA*5 (Y,Pb,Pr,L,R) / (Y,Cb,Cr,L,R) 


Component 2 


RCA*5 (Y,Pb,Pr,L,R) / (Y,Cb,Cr,L,R) 


Composite 1 


RCA*3(V,L,R) 


S-VHS 


4-Pin DIN 


RF 


NTSC (F-Type); PAL(DIN-Type) 


OUTPUT 


Composite 1 


RCA*3(V,L,R) 


Amp. 


7W 


Speaiter 


5W*2 (build-in) 


Sound 


MTS stereo & SAP/ Nicam stereo 




SRS (WOW) / 3.5mm phone \acW 


POWER iVlANAGEMENT 


Power supply 


100~240V AC input(with PFC) 


12V DC output 


Power saving 


3W 


Power consumption 


<160W 


Remote / indicator 


IR senser / Power(LED) 


Key control 


Power/Select(Menu)/Up/Down 


Dimension 


820*490*90mm (W/0 stand) 


Weight 


15Kg (W/0 stand) 


ENVIRONMENT 


Temperature 


-i-5C~35C (Operating) 




-20C~60C (Storage) 


Humidity 


20%~80% 
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